
 

 

 

 









DIP Switch on rear panel 

Config Mode Description 
PIN1 PIN2 PIN3 PIN4 

OFF OFF OFF OFF Sy-Auto I_8/2 (SNRM 8/8) 
Symmetric Auto, Max. Interleave=8, Min.Inp=2,  

SNRM=8 (Default) 

OFF ON OFF OFF NSy-Auto I_8/2 (SNRM 8/8) 
non symmetric Auto, Max. Interleave=8, Min.Inp=2,  

SNRM=8 

OFF OFF ON OFF Sy-Auto I_8/2 (SNRM 6/6) 
Symmetric Auto, Max. Interleave=8, Min.Inp=2,  

SNRM=6  

OFF ON ON OFF NSy-Auto I_8/2 (SNRM 6/6) 
Non symmetric Auto, Max. Interleave=8, Min.Inp=2, 

SNRM=6 

OFF OFF OFF ON Sy-Auto G.INP_17/2/41 (SNRM 12/12) 
Symmetric Auto, enable G.INP, enable re-transmition, 

SNRM=12 

OFF ON OFF ON NSy-Auto G.INP_17/2/41 (SNRM 12/12) 
non symmetric Auto, enable G.INP, enable re-transmition, 

SNRM=12 

OFF OFF ON ON 
Sy-30a-D2.2M G.INP_17/2/41 (Rate 

20/20) (SNRM 24/24) 
Symmetric 30a, disable 0~2.2MHz, enable G.INP, enable re-

transmition, Max.Line rate=20Mbps, SNRM=24 

OFF ON ON ON Annex-A-17a-eu32_I-8/2 (SNRM 6/6) 
17A Annex A Eu32, Max. Interleave=8, Min. Inp=2, 

SNRM=6 

ON NA NA NA CPE Mode Switching to Slave mode 
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