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SPECIFICATION DESCRIPTIONNO.

Type C

PARTS NAME

1

2

3

CHK REVISION RECORD MODIFICATIONS

1

1

4

2

RJ45 Plug

5

1

6

[28AWG BC*1P+AL]*4P+D+B Black LSZH TPE Jacket OD:4.5±0.2MM with Black cotton
braid OD:4.8±0.2MMCABLE

Housing Aluminum  Black

OUTER MOLDED BLACK PVC

IC:RTL8153PCBA

2

USB 3.2 Type C Male to RJ45 Male 
Gigabit Ethernet Cable

USB 3.2 Type C Male,The Pin Gold Plating, the shell for Nickel Plating

8P8C Plug Transparent The Pin Gold Plating, the shell for Nickel Plating

A0NEW

2024/8/6

ITEM NO. Length(mm)

S215535 2000±30

S215536 3000±50

2024/8/6

manufacture
 country: CHINA

SYNERGY 21

SEE THE CHART

SYNERGY 21 SYNERGY 21

 SYNERGY 21

NOTE:

1. 10/100/1000Mbps Transfer rate
2. Support Windows, MAC OSX, Google Chrome System
3. Operating Temperature:0℃~45℃
4. Storage Temperature:-20℃~ 70℃
5. Complies with IEC60332-1-2 flame retardant requirements

6. RoHS 2011/65/EU and amendment directives (EU) 2015/863
compliant;REACH 1907/2006/EC compliant.

7. Packing:1pc/Synergy 21 bag+label
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