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PWR Grün 
Aus Keine Stromzufuhr oder Fehler 

An Strom an 

PoE MAX Grün 

Aus 
Keine maximale Auslatung über 
PoE 

An 
Maximale Auslastung der PoE 
Leistung 

1~16 Port 
Grün/ 

Orange 

Aus Keine Verbidnung vorhanden 

An 10/100/1000Mbps verbunden 

Blinkend 
Senden oder Empfangen von 
Daten 

PoE Grün 
Aus PoE Aus 

An PoE An 

SFP Grün 

Aus Keine Verbindung verhanden 

An 100/1000Mbps verbunden 

Blinkend Daten warden übertragen 

I/O ports 
16 x Gigabit Ethernet Ports, RJ45 
2 x SFP Gigabit  

Power Input 100-240V AC 
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This recycle logo Indicates that this product is capable of being recycled, not that 

the product has been recycled or will be accepted in all recycling collection 

systems.  
 

 

The RoHS directive aims to restrict certain dangerous substances commonly used in electronic and 

electronic equipment. This RoHS compliant symbol indicate the component is tested for the 

presence of Lead (Pb), Cadmium (Cd), Mercury (Hg), Hexavalent chromium (Hex-Cr), 

Polybrominated biphenyls (PBB), and Polybrominated diphenyl ethers (PBDE). For Cadmium and 

Hexavalent chromium, there must be less than 0.01% of the substance by weight at raw 

homogeneous materials level. For Lead, PBB, and PBDE, there must be no more than 0.1% of the 

http://ce.allnet.de/
mailto:info@allnet.de
http://www.rohscompliancedefinition.com/rohs-compliance-faq.html
http://www.rohscompliancedefinition.com/rohs-compliance-xrf.html
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material, when calculated by weight at raw homogeneous materials. Any RoHS compliant 

component must have 100 ppm or less of mercury and the mercury must not have been 

intentionally added to the component. 
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