
Número de artículo: 124089
Número de fabricante: ALL3016

ALLNET MSR Sensor ALL3016 / Temperature sensor
waterproof
>>> Al artículo de la tienda

EAN CODE

4 0 3 8 8 1 6 1 2 4 0 8 1

Temperature sensor for ALL3000/34xx/3500/400x/4500/5000
WATERTIGHT & saltwater resistant, measuring range -55 to +125 °C, resolution 0.06°C, 1m silicone cable with
shrink cap with RJ45 Keystone jack "Art. 88971". In the scope of supply is still 1x 20m patch cable included.

-Exclusive per sensor port only one of the following sensors possible! ALL4454, ALL4432, ALL4421, ALL4590,
ALL4532, ALL4552, ALL4522, ALL3005-8 ALL3015, ALL3016,ALL4006, ALL4506-7

Atributos

Atributo Valor

Bauform: kabelgebunden

Einsatzorte: indoor;outdoor;

Kompatibilität Zentrale: ALL3419;ALL3500;ALL3500PoE;PoE Signallampe;ALL
3696;ALL3420;ALL5000;ALL4500;ALL5000v2;ALL341
8;ALL5100;ALL4176;ALL3692;

Peso: 1 Kg

Garantía: 24.00 Meses
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Número de artículo: 124089
Número de fabricante: ALL3016

Accesorios

Número de
artículo

Denominación

134571 ALLNET ALL3419 Central IP para 3 sensores

98686 ALLNET ALL3500 Central dómotica IP

101636 ALLNET ALL3500PoE - Aplicación dómotica IP con PoE

104126 ALLNET ALL3505 Aplicación dómotica IP para carril DIN

104126 ALLNET ALL3505 Aplicación dómotica IP para carril DIN

206211 ALLNET MSR Central "ALL5000v2" incl. 16 Sensor Ports & 19" for IP Building Automation

Haga clic aquí para descubrir más artículos de esta categoría
en nuestra tienda.
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